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A comparison between the experimental current-voltage (I-V) and power-voltage (P-V) characteristics of
PhotoVoltaic (PV) modules, and the prediction of an explicit empirical model has been carried out. The
model consists of an explicit expression for the current as a function of the voltage; the only inputs
are the parameters that are always directly available in the manufacturer’s datasheet. The comparison
was carried out on four representative PV technologies, based on polycrystalline Si, Heterojunction with
Intrinsic Thin layer (HIT), Copper Indium Gallium Selenide (CIGS), and Cadmium Telluride (CdTe). The
comparison reveals that the model replicates the experimental I-V and P-V curves to a very good degree
of accuracy for the considered operating conditions and PV technologies. This validation sets a turning
point in PV modelling, as it enables a reliable use of this accessible model.
 2017 Elsevier Ltd. All rights reserved.1. Introduction
Nowadays, the main commercial Photovoltaic (PV) technology
is based on crystalline silicon. These solar devices represent the
first generation of photovoltaics and cover the 90% of the market.
The remainder of the market is covered by thin film technologies
mainly based on CdTe, CIGS, and amorphous silicon. These
products, owning to the second generation of photovoltaics and
characterized by a slightly lower efficiency than the devices from
the first one, are today entering the market especially because of
their lower manufacturing cost and continuous increase in perfor-
mances (Lineykin et al., 2014). In the future, a third generation of
photovoltaics should commercially guarantee higher efficiencies
and lower costs. Dye Sensitized Solar Cells (DSSC), Organic PV
(OPV), Intermediate electronic Band (IB) and Multiple Exciton
Generation (MEG) are only some examples of third generation
devices that today are either not commercially available or have
a very small market (Choubey et al., 2012). The first and second
generation technologies are based on different physical
mechanisms, come from a wide range of fabrication techniques,and their electrical output in terms of current and power-voltage
characteristics are slightly different.
Effective use of PV modules requires reliable modelling meth-
ods, aiming at predicting the behaviour of a PV system at condi-
tions different from those characterized by the manufacturer’s
datasheet. Such methods are helpful for monitoring the perfor-
mance (Vergura et al., 2009; Cristaldi et al., 2012, 2015;
d’Alessandro et al., 2015) and the losses in solar systems (Massi
Pavan et al., 2013; Moballegh and Jiang, 2014; Massi Pavan et al.,
2015; Spertino et al., 2015), for forecasting the produced power
(Bouzerdoum et al., 2013; Bizzarri et al., 2013; Dolara et al.,
2015; Dellino et al., 2015; Chicco et al., 2016), and for development
and testing of maximum power point tracking algorithms
(Manganiello et al., 2014; Boztepe et al., 2014;
Seyedmahmoudian et al., 2015). Reliable models are also needed
for system fault diagnosis (Chine et al., 2014, 2016) and to study
and evaluate the behaviour of defective PV cells. Description of
known defects in PV cells is reported in Breitenstein et al. (2004,
2001), Acciani et al. (2010), while in-depth investigations of the
thermal effects of defects are proposed in Vergura et al. (2012,
2009a,b) where a finite element approach to model some classes
of defects commonly found in PV cells is presented.
Equivalent circuits, including a photocurrent source, one or
more resistors, and one or more nonlinear elements typically rep-
resented by semiconductor diodes, are the most common topology
648 A. Massi Pavan et al. / Solar Energy 155 (2017) 647–653for modelling crystalline Si PV devices (Duffie and Beckman, 1991).
A widely used equivalent circuit is the ‘‘single-diode” model –
often referred to as the ‘‘five-parameter” model (Fig. 1), as it may
be completely characterized by five parameters: shunt and series
resistances, diode ideality factor, photocurrent, and diode reverse
saturation current. The single diode model ensures high accuracy
through three characteristic points in the PV datasheet (open-
circuit voltage, short-circuit current, and maximum power point),
it guarantees that the maximum point generated by the mathe-
matical model coincides with the datasheet, and provides an excel-
lent fit between to the experimental current-voltage (I-V) curve
(Mahmoud et al., 2013).
The five-parameters model is accurate enough for modelling
and simulation of crystalline Si PV modules, but the applicability
to other PV technologies (especially owning to the second genera-
tion of photovoltaics) is found to be limited since the single-diode
equivalent circuit fails to describe the significantly different phys-
ical processes of converting radiant energy into electrical energy
(Lineykin et al., 2014). For this reason, today many researchers
are focusing in the development of new models capable of describ-
ing the behaviour of different technologies, such as for example
thin-films (Miceli et al., 2015).
The explicit empirical model for general PV devices - that was
introduced in order to enable modelling based only on the parame-
ters that are always listed in the datasheet of solar devices - over-
comes these drawbacks. It was initially introduced in Pavan et al.
(2007) and then applied in Massi Pavan et al. (2014a), Barbini
et al. (2014) in a revised form for assessing the mismatch effect
due to the use of different classes of PV modules in large-scale solar
parks. A revised form of themodel was validated experimentally for
operation at Maximum Power Point (MPP) (Massi Pavan et al.,
2014b), showing a very good prediction performance, better than
the ones obtained with the golden standard in PV modelling, i.e.
the five-parameters model. The explicit empirical model has been
lately improved, introducing a correction factor that leads to a good
matchwith the experimental electrical characteristics also for oper-
ating points other than the MPP (Vergura and Massi Pavan, 2015).
As mentioned, the model is based exclusively on the parameters
commonly found in the datasheets provided by the manufacturers,
and is explicit – and therefore quite easy to implement in
computer-aided calculations. Explicit models are today increas-
ingly being studied (Batzelis et al., 2014) due to these characteris-
tics, and they represent a useful tool not only for scientists, but also
in all practical cases for PV plant designers, Operation and Mainte-
nance (O&M) personnel, and in general for PV professionals. In par-
ticular, the model has a distinct advantage in terms of
computational complexity and time, both because its explicit form,
and because the input parameters are readily available and do not
need to be computed in advance (see for example Sandrolini et al.,
2010; Chatterjee et al., 2011; Lo Brano et al., 2010; Saleem and
Karmalkar, 2009; Bouzidi et al., 2007; Ortiz-Conde et al., 2003;
Amit and Kapoor, 2004; Ishaque et al., 2011; Vergura, 2016).Fig. 1. Solar cell equivalent circuit – five-parameters model.Validation of this model along the entire I-V and P-V character-
istics is therefore of paramount importance for ensuring that this
very accessible tool does have the necessary accuracy and reliabil-
ity for professional and scientific purposes. In this work, we focus
on the validation of the model for the entire current-voltage (I-V)
and power-voltage (P-V) characteristics of four representative
commercial PV modules based on polycrystalline silicon, HIT tech-
nology, CIGS, and CdTe. With reference to the solar irradiance, the
validation was carried out in the range [900–1000 W/m2].
The paper is organized as follows: the next Section is on the
description of the model under validation. Section 3 presents the
test facility. Section 4 deals with results and discussion. Section 5
presents the conclusions.
2. The explicit empirical model
The behaviour of a solar cell is commonly modelled with the
well-known five-parameter equivalent model represented in Fig. 1.
The solar cells is modelled by an ideal current source in parallel
with a diode. The circuit is described by the following equation:
I ¼ IPh  Io  eðVþIRsÞ=nVt  1
  V þ IRs
Rsh
ð1Þ
where IPh (A) is the light generated current (i.e. the short circuit cur-
rent neglecting the parasitic resistances), Io (A) is the dark satura-
tion current due to recombination, n is the ideality factor, Vt (V)
is the thermal voltage, Rs (X) is a series resistance, and Rsh (X) is
a shunt resistance. The light generated current is directly propor-
tional to the solar irradiance (Townsend et al., 1989):
IPh ¼ G1000 ILref þ a  ðTc  25Þ
  ð2Þ
where G (W/m2) is the solar irradiance, 1000 W/m2 is the solar irra-
diance at Standard Test Conditions (STC), ILref (A) is the short circuit
current at STC, a (A/C) is the current-temperature coefficient at
STC, Tc (C) is the cell temperature and 25 C is the STC cell
temperature.
Combining Eqs. (1) and (2), we can write:
I ¼ G
1000
 ILref þ a  ðTc  25Þ
  Io  eðVþIRsÞ=nVt  1  V þ IRsRsh
ð3Þ
The dark saturation current Io is a function of the cell tempera-
ture and can be written as (Kichou et al., 2016):
Io ¼ Ioref  e
Ego
Vto
EgVt
 
 Tc
25
 3
ð4Þ
where Ioref (A) and Vto (V) are the saturation current and the ther-
mal voltage at STC, respectively, Eg (V) is the energy bandgap, while
Ego (V) is the energy bandgap at T = 0 K. Combining Eqs. (3) and (4),
we can write:
I ¼ G
1000
 ILref þ a  ðTc  25Þ
 þ Ioref  e
Ego
Vto
EgVt
 
 Tc
25
 3
 Ioref  Tc25
 3
 e
Ego
Vto
EgVtþ
ðVþIRsÞ
nVt
 
 V þ IRs
Rsh
ð5Þ
The series resistance Rs is also a function of the operating con-
ditions being (Markvart and Castaner, 2006):
Rs ¼ VOCISC  rs ð6Þ
where Voc (V) and Isc (A) are the open circuit voltage and the short
circuit current at arbitrary conditions of solar irradiance and cell
Fig. 2. The CdTe and CIGS PV modules used in the test.
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resistance.
The open circuit voltage Voc depends on the cell temperature
and can be written as (Luque and Hegedus, 2003):
VOC ¼ VOC;STC þ b  ðTc  25Þ ð7Þ
where VOC,STC (V) is the open circuit voltage at STC and b (V/C) is
the voltage-temperature coefficient at STC.
Finally, the short circuit current Isc depends on the solar irradi-
ance and can be written as (Ishaque et al., 2011):
ISC ¼ G1000 ISC;STC ð8Þ
where ISC,STC (A) is the short circuit current at STC.
Substituting (7) and (8) in (6), then (6) in the third and fourth
term of (5), we obtain:
I ¼ G
1000
 ILref þ a  ðTc  25Þ
 þ f 1ðVÞ þ f 2ðI;G; TcÞ
þ expðV ; I;G; TcÞ ð9Þ
where f1 is a linear function of the voltage, f2 is a function of the cur-
rent and the operating conditions (thus similar to the first term of
Eq. (5)), and the exponential depends on both the electrical vari-
ables and on the operating conditions. These three functions can
be grouped in an empiric expression able to provide a correct cur-
rent value for each voltage value in the range [0-VOC], whatever
the environmental condition is:
f 1ðVÞ þ f 2ðI;G; TcÞ þ expðV ; I;G; TcÞ
¼  G
1000
 e
m½Vbð25TcÞ  1
em  1 ð10Þ
where m is an empiric exponential factor.
Combining (9) and (10), a more suitable empirical expression
where the current and the voltage are in a per unit representation
(Vergura and Massi Pavan, 2015) is:
Ipu ¼ G1000 IL;ref þ a  ðTc  25Þ 
em½Vpubð25TcÞ  1
em  1
 	
ð11Þ
where Ipu (p.u.) is the per unit current referred to ISC,STC, IL,ref (p.u.) is
the per unit irradiance referred to 1000 W/m2, Vpu (p.u.) is the per
unit voltage referred to VOC,STC, a0 (1/C) is the current-temperature
coefficient referred to ISC,STC (a0 = a/ISC,STC) and b0 (1/C) is the
voltage-temperature coefficient referred to VOC,STC (b0 = b/VOC,STC).
The model represented by Eq. (11) has a wide applicability and
presents the following pros:
– It can be used considering only the electrical parameters which
can always be found in the solar cell/PV module datasheet. This
represents a clear advantage as the commonly used models
require parameters that cannot be found in the manufacturer’s
datasheets, such as the light-generated or PV current, the seriesTable 1
Electrical characteristics at STC (except for NOCT).
Photovoltaic module Q.Pro
Material technology Poly-Si
Nominal power Pn (W) 230
Tolerance on the nominal power (W) +5/0%
Short circuit current ISC (A) 8.30
Open circuit voltage VOC (V) 36.6
Current at maximum power point Imp (A) 7.84
Voltage at maximum power point Vmp (V) 29.6
Current/temperature coefficient a (%/K) +0.04
Voltage/temperature coefficient b (%/K) 0.41
NOCT (C) 47and shunt resistances, the diode ideality constant, the diode
reverse saturation current, and the bandgap energy of the semi-
conductor (Villalva et al., 2009).
– It is explicit, which is a very desirable feature for simulation
applications, especially when the model is to be used repeatedly
(as, for example, in the case of PV emulators (Massi Pavan et al.,
2009). Simulation times can be significantly reduced by avoid-
ing the numerical iterations required by implicit equation mod-
els (Ortiz Conde et al., 2012).
– It can be used for any type of PV technology belonging to first
and second generation photovoltaics as, for example, crystalline
Si, CdTe, CIGS, etc.
– It can be used for any type of PV device: solar cells, PV modules,
PV strings and fields. The extension to the model to these latter
has been shown in Massi Pavan et al. (2014a) and comes from
the Kirchhoff’s laws and the induction principle.
– It can be used to calculate any operating conditions of the I-V
and P-V characteristics (generic, at MPP, and in open and short
circuit configurations) for high levels of solar irradiance.
3. Validation of the explicit empiric model
The empirical model has been tested starting from the I-V and
P-V characteristics of four PV modules mounted in our Laboratory
(Massi Pavan et al., 2014c). The four PV modules are representative
of different technologies: polycrystalline Si, CdTe, CIGS, andHIT. The
solar cells of this latter are made of a thin mono crystalline silicon
wafer surroundedbyultra-thin amorphous silicon layers. Thediffer-
ent parameters of the considered PV devices are reported in Table 1.
The following instruments have been used to measure and log
the different working conditions:
– An ISO9060 first class thermopile global radiometer type
C100RDPA153 from LSI Lastem S.r.l. measuring the global solar
irradiance (with a daily uncertainty less than 5%).
– A contact probe type DLE124 produced by LSI Lastem S.r.l. (with
an accuracy of ±0.15 C).
– Two data loggers type E-Log produced by LSI Lastem S.r.l.
– A shunt type SHP300A60-Compact produced by Hobut Ltd. cal-
ibrated with an accuracy better than 0.01%.
Fig. 2 shows two of the considered PV modules, while in Fig. 3
the data logger and the shunt are visible.HIP 215NHE5 UF-95 FS-272
HIT CIGS CdTe
215 95 72.5
+10/5% +5/0% ±5.0%
5.61 1.68 1.23
51.6 78.0 88.7
5.13 1.53 1.09
42.0 62.1 66.6
+0.03 0.00 +0.04
0.03 0.38 0.25
48 51 45
Fig. 3. Particular of the data acquisition system.
Fig. 4. Characteristics for the Q.Pro module (n = 1.3 Yıldıran and Tacer, 2016),
G = 916W/m2, Tc 57 C: (a) I-V curve; (b) P-V curve.
650 A. Massi Pavan et al. / Solar Energy 155 (2017) 647–653The I-V curves have been plotted using a variable resistive load.
Voltages and currents have been measured using the test facility
described in Massi Pavan et al. (2014c). The voltages are measured
with an accuracy better than 0.01%, while the currents have an
accuracy better than 0.1%.4. Results
This section presents the comparison between the I-V and P-V
characteristics evaluated by the empirical model and those
obtained from the experimental measurements. The solar irradi-
ance is in the range [900–1000 W/m2].
Figs. from 4 to 7 depict the I-V and P-V characteristics for the Q.
Pro, HIP 215 NHE5, UF-95, and FS-272 modules respectively. For
each PV technology, a different value of ideality factor has been
used according to Yıldıran and Tacer (2016).
The analysis of the eight plots show a fully satisfactory corre-
spondence between the measured and the estimated curves. With
reference to the Sanyo HIP module, a slightly overestimated short
circuit current and a slightly underestimated open circuit voltage
can be noticed. From a quantitative point of view, the results areFig. 5. Characteristics for the HIP215NHE5 (n = 1.8 Yıldıran and Tacer, 2016),
G = 976W/m2, Tc 57 C: (a) I-V curve; (b) P-V curve.
Fig. 6. Characteristics for the UF95 (n = 1.5 Yıldıran and Tacer, 2016),
G = 970 W/m2, Tc 58 C: (a) I-V curve; (b) P-V curve. Fig. 7. Characteristics for the FS-272 (n = 1.5 Yıldıran and Tacer, 2016),
G = 936 W/m2, Tc 56 C: (a) I-V curve; (b) P-V curve.
Table 2
Statistical errors.
Power Current Voltage
PV module RMSD (W) R2 RMSD (W) R2 RMSD (W) R2
Q.PRO 5.92 0.99 0.24 0.99 2.43 0.98
HIP215NHE5 6.14 0.99 0.15 0.99 3.27 0.98
UF-95 1.64 0.99 0.03 0.99 1.72 0.98
FS-272 1.15 0.99 0.03 0.99 0.63 0.99
A. Massi Pavan et al. / Solar Energy 155 (2017) 647–653 651given in terms of statistical errors. The coefficient of determination
R2 and the root mean square deviation RMSD are listed in Table 2.
The obtained coefficient of determination, consistently larger than
0.98 and mostly equal to 0.99, show the high performance of the
explicit empirical model for any technology. We have also com-
puted the Absolute Percentage Errors (APE) for the main points
of the I-V characteristics between the measured and estimated val-
ues, respect to the measured ones (Table 3). The measures
(acquired with an accuracy of 0.01% for the voltage and 0.1% for
the current) do not affect the APE values.
Moreover, we have compared the accuracy of the proposed
model with the accuracy of the Rp-model and of the two-diode
models of Ishaque et al. (2011), considering the errors reported
in the last two columns of Tables 5 and 7 (Poly-Si and thin film,
respectively) and Figs. 12–13 presented in the same work. Table 4
compares the errors of the proposed model with of the other two
models reported in Ishaque et al. (2011). As it can be observed,
the proposed model has a limited error, comparable with that of
well-established models.
Summarizing, the proposed model performs well at the consid-
ered high level of solar irradiance. In some cases a mismatch is
observed. We speculate that this limitation is due to thesingle-diode equation, used to derive the proposed model. A more
accurate starting model, such as the double-diode model is
expected to perform better, but it would require two empirical
indexes, m1 and m2, to follow the characteristic curves of the
two diodes, thus complicating the proposed model, which now is
effective and fast, because it does not require any iterative
approach, as it happens for other models. With reference to low
levels of solar irradiance, and especially for the CdTe technology
(Nofuentes et al., 2014; Torres Ramírez et al., 2014), the empirical
model can be used but taking into account the influence of the
Table 4
Per cent error values for the main points of the I-V curve and of the P-V curve between the proposed model and both the Rp-model and the two-diode model of Ishaque et al.
(2011).
Technology PV module APEPmp APEVmp APEVoc
Poly-Si Q.PRO (proposed model) 2.15% 3.83% 0.22%
S36/KC200GT (Rp-model) (Amit and Kapoor, 2004) 0.219 2.055 0.2
S36/KC200GT (two-diode model) (Amit and Kapoor, 2004) 0.156 1.369 0.1
Thin film UF-95 (proposed model) 2.83% 3.01% 0.15%
FS-272 (proposed model) 3.18% 2.37% 0.86%
ST40/SQ150PC (Rp-model) (Amit and Kapoor, 2004) 0.912 1.418 1.2
ST40/ SQ150PC (two-diode model) (Amit and Kapoor, 2004) 0.853 0.709 0.9
Table 3
Absolute percentage errors (APE).
Voc Isc Vmp Imp PMPP FF
PV module : Q.PRO
Measured 32.70 8.21 22.30 6.96 155.3 0.57
Estimated 32.62 8.27 23.15 6.85 158.7 0.58
APE (%) 0.22 0.82 3.83 1.62 2.15 1.54
PV module : HIP215NHE5
Measured 47.30 5.55 36.30 4.93 179.1 0.69
Estimated 46.33 5.47 35.53 4.89 173.9 0.68
APE (%) 2.04 1.40 2.14 0.76 2.88 2.23
PV module : UF-95
Measured 71.50 1.65 56.60 1.36 76.8 0.65
Estimated 71.61 1.66 54.89 1.44 78.7 0.66
APE (%) 0.15 0.41 3.01 6.01 2.83 2.25
PV module: FS-272
Measured 81.70 1.21 59.9 0.90 54.1 0.54
Estimated 82.40 1.16 58.48 0.95 55.8 0.58
APE (%) 0.86 4.75 2.37 5.69 3.18 7.40
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irradiance.
5. Conclusions
This paper presents the experimental validation of the explicit
empirical model for general PV devices.
The model was tested at different operating points correspond-
ing to high values of solar irradiance. Moreover, the tests were per-
formed on four different representative PV technologies, i.e.
polycrystalline Si, HIT, CIGS, and CdTe - belonging to the first and
the second generation of photovoltaic technologies, respectively.
The model, that had already been tested at maximum power
point (Massi Pavan et al., 2014b), has shown to be able to predict
the key features of the actual I-V and P-V characteristics to a very
good degree of approximation. The curves measured experimen-
tally almost always lay on the predicted ones and the obtained
results in terms of statistical errors quantitatively confirm the
excellent performance of the model.
Thus, the model represents a very useful and accessible tool not
only for scientists but also in all practical cases for PV profession-
als, such as PV plant designers and Operation and Maintenance
(O&M) personnel.
A future work will be focused on the assessment of a new
empirical model based on the idea of the two diodes equivalent
circuit.
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